9.5W A19 LED

Model Number
ECO-A19-9-27K

Performance Summary
- 60W equivalent A19 Bulb
- CCT: 2700K
- 800lm @9.5W
- UL/cUL, Energy Star certified
- Dimmable
- 5 year Warranty

Web: www.eco-story.com
E-mail: sales@eco-story.com
Tel: 207-699-5727
Address: 151 Newbury Street Portland ME 04101
Ordering Information

<table>
<thead>
<tr>
<th>Model No.</th>
<th>Description</th>
<th>Lumens</th>
<th>Beam Angle</th>
<th>CCT</th>
<th>Dimmable</th>
<th>Weight(g)</th>
<th>Input Voltage</th>
<th>Certificates</th>
</tr>
</thead>
<tbody>
<tr>
<td>ECO-A19-9-27K</td>
<td>LED Bulb 9.5W Equivalent 60W</td>
<td>800 lm</td>
<td>280 degree</td>
<td>2700K</td>
<td>5-100%</td>
<td>0.32 lb</td>
<td>90-135Vac</td>
<td>UL,FCC, Energy Star</td>
</tr>
</tbody>
</table>

**Features**

- Power Output: 9.5W
- 60W equivalent A19 bulb
- Max Operating Temperature: 105°F
- Light Output: 800 lm
- Color Temp: 2700K
- Color Rendering Index: ≥80
- Dimming Range: 5-100%
- LED Driving Current: 83mA
- Rated Voltage: 90-135Vac
- Efficacy: 82 lumen/watt
- Beam Angle: ≥280°
- Life Span: 30,000 hours
- Warranty: 5 years
- Noise Level @ 10': <24dB
- Noise Level @ 50': <24dB
- Key Dimensions: 2.36x2.36x4.29 inches
- Weight: 0.32 lb
- Base: E26
- Certificate: UL(E346471), FCC, Energy Star

**Lux Chart**

<table>
<thead>
<tr>
<th>Model#</th>
<th>Height</th>
<th>Average Lux (lx)</th>
<th>Light range (dia.)</th>
</tr>
</thead>
<tbody>
<tr>
<td>ECO-A19-9-27K</td>
<td>1M</td>
<td>45.8</td>
<td>200cm</td>
</tr>
<tr>
<td>ECO-A19-9-27K</td>
<td>2M</td>
<td>11.4</td>
<td>400cm</td>
</tr>
<tr>
<td>ECO-A19-9-27K</td>
<td>3M</td>
<td>5.0</td>
<td>600cm</td>
</tr>
<tr>
<td>ECO-A19-9-27K</td>
<td>4M</td>
<td>2.9</td>
<td>800cm</td>
</tr>
<tr>
<td>ECO-A19-9-27K</td>
<td>5M</td>
<td>1.8</td>
<td>1000cm</td>
</tr>
</tbody>
</table>
Distribution curve

AVERAGE BEAM ANGLE (50%): 285.3 DEG